
 
 
 
 
 

 
 
 
 
 
 

 A.W.F. FUNGAL WASH 
 
 A.W.F. Fungal Wash is a one component water 
 dispersible fungicide which is used for treatment 
 of surfaces subject to fungal growth prior to the 
 application of A.W.F. systems and is supplied  
 in 5 litre units. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
    
   If possible remove flower by hard 
   brush or wire brush. 
 
 
 
 
 
 
 
 
 
 
 
   Supplied as a one component material 
            diluting with water in the ratio of 1 part  
            A.W.F. Fungal Wash to 4 parts water 
   prior to use if required. 
 
 
 
 
 
 
 
 
 
   N/A 
 
 
 
 
 
 
 
 
 
 
   N/A 
 
 
 



 
 
 
   APPLICATION DETAILS 
 
   Apply generously by brush to contaminated 
   surfaces, working the material into the affected 
   surface. Surfaces should then be left for a minimum  
   of 8 hours. Ideally surfaces should be left overnight 
   then thoroughly rinsed with clean water and allowed 
   to dry prior to the application of AWF coating system. 
 
 
 
 
 
 
 
 
 
    
   20 – 25m² per 5 ltr 
 
 
 
 
 
 
 
 
 
 
 
 
   N/A 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 
    Use within 5 years of purchase. Store away 
    from heat in original sealed containers at 
    temperatures between 5ºC (40ºF) and 30ºC 
    (86ºF). 
 
 
 
 
 
        
    As long as good practice is observed AWF 
    Fungal Wash can be safely used.  
    AWF Fungal Wash is non-flammable. 
    Use PVC or rubber gloves. 
    Use in a well ventilated area. 
         
    A fully detailed Material Safety Data Sheet 
    is available on request. 
      
 If you have any questions or queries regarding this Data Sheet or  
 the application of this product, please contact us before you use 
  this product. 
 
 
 
 

     
 

 
 


