
 
 
 

 
 
 
 
 
 
 
 

  A.W.F LINEMARKERS 
   
   
  An easy to use Linemarking System in    
  aerosol form. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
    
   All areas should be clean, dry, dust-free and  
   any contaminents removed by industrial 
   cleaners. 
     
    
    
 
 
 
 
 
 
   
   N/A  
    
      
 
 
 
 
 
 
 
 
 
     
    
   20 mins @ 20ºC 
    
 
 
 
 
 
 
 
 
 
    
`   N/A      
 



 
APPLICATION DETAILS 

 
 

Linemarker is spray applied. Can be used in Linemarker aerosol 
or hand-gun. Shake can vigourously for 1 – 2 mins. 
Stand can upright to nozzle. After use, always remove nozzle.  
 
 
 
 
 
 
    
   3 inch line – 280ft long.    
   2 inch long – 300ft long. 
    
    
    
 
 
 
 
 
     
 
 
 
   5ºC 
    
 
    
 
 
 
 
 
 
 
   50ºC 
    
  
 



 
 
 
 
 
 
 
 
 
 
   12 months in unused containers. Store cans on their 
   side to prevent blocking. 
 
 
 
 
   
    
   Harmful by inhalation. Do not breathe spray. Avoid 
   contact with eyes.If swallowed, seek medical advice 
   immediately. 
 
   General Notes 
   If can blocks, remove from applicator, stand upright 
   and spray for 2 – 3 seconds to clear nozzle. Pressurised 
   containers – Do not expose to temperatures exceeding  
   50ºC. Do not puncture and incinerate even when empty.
   Do not spray onto naked flame. 
 
   A fully detailed Material Safety Data Sheet is 
   available on request.      
 
 
 
If you have any questions or queries regarding this data sheet or the 
application of this product, please contact us before you use the product. 
 
 
 


